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THE COMPANY

Intertraco is a fully integrated manufacturer of hydraulic hose
fittings, quick disconnect couplings and hydraulic valves.
Our broad range of components has been designed and is
constantly developed to service the most diversified customer's
needs in hydraulic, chemical, off-shore, agricultural and
industrial applications.
The market scope, experience and distribution of our products
make them the right choice in today's demanding market.
The subject brochure presents our range of quick disconnect
couplings, swivel joints and in-line valves.
The catalogue is designed for our customers as a working
tool to assist them in chosing and selecting the correct product
for their specific application.
If there are applications outside of the standard range, we
can work jointly with our customers to develope and
manufacture specific products to meet their requirements.

1intertraco

Intertraco是一家集液压软管配件、快速接头

和液压阀的完整集成生产商。

公司的产品都已经设计好，在液压、化

工、港口、农业和工业应用等不同领域为不

同的客户提供更深入的服务。

公司产品凭借市场规模、经验和产品分布等优势，使客

户在当今要求苛刻的需方市场做出正确的选择。

该样本包括全系列的快换接头、旋转接

头和管式阀。

该样本是为用户作为工作工具而设计

的，以协助他们选用适合自己的正确产品。

如果需要标准产品以外的特殊应用的产品，

我们可以与客户共同研发和生产特定产品，

以满足客户的需求。
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The high quality level of our products has always been a
distinct element of Intertraco.
To achieve this result we always adopt the most accurate
and innovative solutions in design, testing and manufacturing.
Yet, our real company focus is on our customers and on the
market.
The main target at Intertraco is to develop and maintain very
open and strong relations with our customer base.
In this way, we are always able to define exactly our customers'
exact requirements and, as a consequence, provide the most
reliable and suitable products to fit the final applications.

QUALITY
AND SERVICE

intertraco

公司产品的高质量、高水准已经成为Intertraco一个独

特的现象。为了实现这一目标，我们始终采用最准

确的和创新的解决方案在设计、测试和制造。

Intertraco的主要目标是发展和专注与客户之间的

紧密而融洽的关系，这样，我们能够准确把握客户确切

的需求，因此，提供最可靠的和适当

的产品，以满足最终用户的应用
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Our effective company organization and flexible manufacturing
provide to our customers reliable products on time.
Stock availability, accurate and strong packing and our
partnership with effective and quick forwarding agents ensure
a high and consistent level of service.
Quality service, on time deliveries and the ability to work on
a scheduled basis with O.E.M. customers are key points of our
success on both our domestic and export markets.

QUALITY
AND SERVICE

intertraco

公司的组织效率和柔性生产线可以保证为客户

及时供货。一定的库存量、准确和牢固的包装、

牢固的合作伙伴、快速的物流公司都可以保

证高效和始终如一的服务水准。

我们高效的服务,及时的交货，有能力为OEM客

户预订生产, 这一切都决定了我们在本地区和

国外市场的成功。
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THE RANGE

6

The following table indicates the standard series which are included in our     quick disconnect coupling range.
The table offers a short guide to each series main features in terms of available sizes, materials, design and possible
working conditions. For detailed information on each series, please refer to the following pages of this catalogue.

page interchange ritention *

ext. + indoor

working
pressure

range

intertraco

* *

our design

our design

-

-

htma (3/8)

htma (3/8)

htma (3/8)

-

-

iso 7241-b

htma (3/8)

htma (3/8)

htma (3/8)

our design

our design

material

steel+brass

steel 

steel 

steel 

steel 

steel 

A316 inox

A316 inox

A316 inox

steel+QPQ

A316 inox

A316 inox

environment

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

est.+interno

corrosivo

corrosivo

cor. + marino

corrosivo

corrosivo

cor. + marino

poppet 

poppet 

poppet or ball

poppet or ball

poppet 

poppet 

ball 

free flow

flat face 

flat face 

flat face 

flat face 

flat face 

poppet 

poppet 

poppet 

flat face 

flat face 

flat face 

0-250 bar

0-250 bar

0-250 bar

0-250 bar

0-120 bar

0-400 bar

0-700 bar

0-250 bar

0-250 bar

0-350 bar

0-350 bar

0-720 bar

0-500 bar

0-100 bar

0-40 bar

0-400 bar

0-250 bar

0-140 bar

0-350 bar

-20/+110°C

-20/+110°C

-20/+110°C

-20/+110°C

-20/+110°C

-20/+110°C

-20/+110°C

-15/+150°C

-20/+110°C

-20/+110°C

-20/+100°C

-20/+110°C

-20/+110°C

-15/+180°C

-20/+180°C

-15/+180°C

-50/+300°C

-15/+180°C

-15/+180°C

iso 7241-a

iso 7241-b

-

iso 7241- a

steel 

steel 

steel 

steel 

steel 

steel 

steel 

ball locking

ball locking

ball locking

ball locking

ball locking

screw to connect

screw to connect

ball locking

ball locking

ball locking

ball locking

ball locking

screw to connect

ball locking

ball locking

screw to connect

ball locking

ball locking

ball locking

1/4" - 2"

1/8" - 1"

1/4" - 1"

1/2"

11/4" - 3"

1/4" - 21/2"

1/4" - 3/8"

3/8"

1/4" - 2"

1/8" - 11/2"

1/4" - 1"

1/4" - 1/2"

1/4" - 11/2"

1/8" - 1"

11/4" - 3"

1/4" - 21/2"

1/4" - 2"

1/4" - 11/2"

1/4" - 11/2"

1/4" - 2"

our
serie

sizes valve design temperature
range

IMPORTANT NOTE: the indicated performance data are guide lines only which are referred to a whole series
in its various options. The actual performance of each coupling depends on the size in question, the type
of material and on the selected seal; please refer to the following pages for more detailed specifications.
In case of doubts or special applications, please contact our technical office.

*

A

B

N

P

E

S

J

PW

F

FA

FP

HP

VP

X

R

Z

Q

L

M

10

11

13

15

21

23

24

25

31

33

35

41

43

19

27

28

29

37

39

重要提示：上面所示的性能参数只是一条基于全系列产品不同选项的准则。每个快换接头的实际特性决定于要求的

尺寸，材质型号和选择的密封，需更详细的说明请看下页。如果怀疑或有特殊应用，请联系我们的技术。

下表表示快换接头产品的标准系列。在表格中，可以根据不同的尺寸、材质、设计和可能的工作环境等，

对每个系列的主要性能进行简略查询。需要每个系列的详细信息，请查看这个目录下的页码。
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HOW TO SELECT
THE RIGHT SERIES

This chart shows the potential application
areas of each coupling series based on
the possible working pressures and
temperatures. The color used to represent
each series indicates the type of
environment in which that series is most
frequently used. Different seals can be
mounted on each series; the correct seal
choice must be based on the type of
media, working temperature and working
pressure.

7

EXTERNAL ENVIRONMENT + INDOOR MEDIUM CORROSIVE ENVIRONMENT

CORROSIVE ENVIRONMENTEXTERNAL ENVIRONMENT + MARINE

intertraco

Dimensional data shown in this catalogue are subject to possible modifications.

250
bar

250
bar

250
bar

250
bar

120
bar

400
bar

700
bar

250
bar

250
bar

350
bar 350

bar

720
bar

500
bar

100
bar 40

bar

400
bar

250
bar

140
bar

350
bar

下表显示每个系列可以应用的工作

压力和温度场合。颜色代表不同系

列经常工作的环境类型。每个系列

有不同的密封，根据工作介质，温

度，压力选择正确的密封。

温
度

压力

室外和室内   

中度腐蚀环境

外部环境+海洋

腐蚀环境

表中显示的尺寸数据可以修改。
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HOW TO ORDER

8

V = Viton
K = Karlez
F = Fluorosilicone
E = EPDM
N= Nitrile
Neo = Neoprene

1st

2nd

3rd

4th

5th

6th

                      F  = Socket
                      M = Plug
                      C  = Complete
                             (socket + plug assembled)

This position is expressed only in case of special
seals: the standard seal of each series is indicated
in the following pages.

It indicates the thread size.

It indicates the series (see page 4)

for FLAT FACE couplings                  1 = Standard flow version
                                2 = High flow version

It indicates:

It indicates:

CODE EXAMPLE

1st 2nd 3rd 4th 5th 6th

0 = BSPP (parallel)
1 = METRIC MALE 24° light series L
2 = METRIC MALE 24° heavy series S
3 = METRIC MALE 24° light series L bulkhead
4 = METRIC MALE 24° heavy series S bulkhead
5 = NPTF
6 = METRIC FEMALE (parallel)
7 = UNF
8 = BSPT (tapered)
9 = SAE

It indicates the type of thread:

intertraco

for STANDARD VALVE couplings      0 = Free flow
                                                      1 = Poppet volve

                                2 = Ball valve
                                3 = Valve allowing the connection

                                                            under pressure (type 1)
                                4 = Valve allowing the connection

                                                            under pressure (type 2)

Therefore:
AF 15V-06 = series A, socket, poppet valve, NPTF, viton seals, 3/8" NPTF.

(poppet and ball type)

代码示例

如何订货

表示系列

指明
整体

（凸头+凹头组合）

指明

标准阀接头（锥形和球型）

自由流通

锥阀

球阀

1型

2型

平面接头
标准流量

大流量

指明螺纹类型

公制24°外螺纹轻载L系列

平行

公制24°外螺纹重载S系列

公制24°外螺纹轻载L系列堵

公制24°外螺纹重载S系列堵

美标螺纹
公制内螺纹

统一标准细牙螺纹
锥形

氟橡胶

氟硅橡胶

丁腈
合成橡胶

三元乙丙橡胶

螺纹尺寸

例：AF15V-06=A系列，凹头，锥阀，NPTF，氟橡胶密封， 。

这是为特殊密封：每个系列的标准密封在 
下页中已注明。

凹头（母头）

凸头(公头)

可以带压连接

可以带压连接

       

3/8” NPTF
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PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SIZE
mm inch

B C ØD L Ch1 Ch2
mm in mm in mm in mm in mm in mm in

 AM10-04 AF10-04 1/4"BSP
04 6 1/4" AM15-04 AF15-04 1/4"NPTF 35  1.38 47,0  1.85 25  0.98 71,0  2.80 19  0.75 19  0.75
  AM18-04 AF18-04 1/4"BSPT
 AM10-06 AF10-06 3/8"BSP
06 10 3/8" AM15-06 AF15-06 3/8"NPTF 39  1.54 58,0  2.28 31  1.22 79,5  3.13 22  0.87 24  0.94
 AM18-06 AF18-06 3/8"BSPT
 AM10-08 AF10-08 1/2"BSP
08 12 1/2" AM15-08 AF15-08 1/2"NPTF 46  1.81 67,5  2.66 38  1.50 92,0  3.62 27  1.06 30  1.18

AM18-08 AF18-08 1/2"BSPT
AM10-12 AF10-12 3/4"BSP

12 20 3/4" AM15-12 AF15-12 3/4"NPTF 54  2.13 81,0  3.19 46  1.81 108,0 4.25 34  1.34 38  1.50
AM18-12 AF18-12 3/4"BSPT
AM10-16 AF10-16 1"BSP

16 25 1" AM15-16 AF15-16 1"NPTF 62  2.44 96,0  3.78 55  2.17 124,0 4.88 41  1.61 45  1.77
AM18-16 AF18-16 1"BSPT
AM10-20 AF10-20 1.1/4"BSP

20 32 1.1/4" AM15-20 AF15-20 1.1/4"NPTF 75  2.95 117,0 4.61 65  2.56 151,0 5.94 55  2.17 50  1.97
AM18-20 AF18-20 1.1/4"BSPT
AM10-24 AF10-24 1.1/2"BSP

24 38 1.1/2" AM15-24 AF15-24 1.1/2"NPTF 85  3.35 135,0 5.31 80  3.15 171,0 6.73 60  2.36 60  2.36
AM18-24 AF18-24 1.1/2"BSPT
AM10-32 AF10-32 2"BSP

32 50 2" AM15-32 AF15-32 2"NPTF 100  3.94 160,0 6.30 100  3.94 201,0 7.91 75  2.95 75  2.95
AM18-32 AF18-32 2"BSPT

ISO 7241 - A

SERIES A

* Other threads available on request
  

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

intertraco9

（A系列 常用系列，推荐使用）

母头 公头

尺寸规格

型号 公头 母头

其他螺纹按要求提供

代码
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SIZE

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs

WEIGHT / 

PLUG / SOCKET/

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"A" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 32

BASE 24

BASE 20

BASE 16

BASE 12

BASE 08

BASE 06

BASE 04

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

04 6 1/4" 350 5075 1400 20300 0,045 0,100 0,080 0.18
06 10 3/8" 315 4567 1260 18270 0,055 0,122 0,150 0.33
08 12 1/2" 250 3625 1000 14500 0,090 0,200 0,270 0.60
12 20 3/4" 250 3625 1000 14500 0,185 0,410 0,465 1.03
16 25 1" 230 3335 920 13340 0,270 0,600 0,720 1.60
20 32 1.1/4" 230 3335 920 13340 0,600 1,330 1,250 2.78
24 38 1.1/2" 190 2755 760 11020 0,900 2,000 2,100 4.67
32 50 2" 130 1885 520 7540 1,450 3,220 4,150 9.22

BURST PRESSURE

Series A is designed to interchange
and perform according to
ISO 7241-A standard.
It is one of the most popular coupling
design worldwide and is indicated
for several mobile and industrial
applications.

•Interchangeability according to
  ISO   7241-A
•Standard material: steel
•Plugs treated with induction
  hardening
•Internal valves in hardened steel
•Standard seals in nitril rubber
•Back - up seals in teflon
•Working temperature with standard
  nitril seals: - 20° C /  + 110° C
•Special seals on request: Viton,
  EPDM, Neoprene
•1/2" plug and socket are also
  available in a special version
  allowing their connection in
  presence of residual back pressure.

Ø DN

PERFORMANCES/

MAIN DATA:

intertraco 10

A系列 
完全符合ISO 7241 – A标准设计,是

世界范围内应用最广泛的一种快换接

头, 如:移动设备和工业液压等

与其它ISO 7241-A标准产品完全互换

标准材料: 碳钢

公头端经过淬火硬化处理

内置阀用硬化钢

密封为NBR标准,可根据要求选择： FPM；

EPDM；氯丁橡胶

止回密封是FPM

工作温度: -20℃ - 110℃

1/2规格可以按要求提供带压连接型

尺寸

"A"系列性能曲线图

性能表

介质：液压油 SAE 10W
温度：

粘度：
50℃

3 E°

重量

母头公头最大工作压力 爆裂压力



ISO 7241-B

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

ØD

mm in

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

BM10-02 BF10-02 1/8"BSP
02 3 1/8" BM15-02 BF15-02 1/8"NPTF 30  1.18 49  1.93 24  0.94 60,5  2.38 14  0.55 14  0.55

   
  BM10-04 BF10-04 1/4"BSP
04 6 1/4" BM15-04 BF15-04 1/4"NPTF 35  1.38 57  2.24 27  1.06 70,5  2.78 19  0.75 19  0.75
     
 BM10-06 BF10-06 3/8"BSP
06 10 3/8" BM15-06 BF15-06 3/8"NPTF 41  1.61 66  2.60 34  1.34 82,5  3.25 24  0.94 24  0.94
    
 BM10-08 BF10-08 1/2"BSP
08 12 1/2" BM15-08 BF15-08 1/2"NPTF 46  1.81 74  2.91 42  1.65 92,5  3.64 27  1.06 27  1.06

   
BM10-12 BF10-12 3/4"BSP

12 20 3/4" BM15-12 BF15-12 3/4"NPTF 55  2.17 90  3.54 50  1.97 111,0 4.37 36  1.42 36  1.42
   

BM10-16 BF10-16 1"BSP
16 25 1" BM15-16 BF15-16 1"NPTF 66  2.60 106 4.17 60  2.36 133,0 5.24 41  1.61 41  1.61

DIMENSIONS/

SERIES B

Ø DN CODE / 
PLUG ØA*SOCKET

* Other threads available on request
  

intertraco11

尺寸

代码

母头公头

母头 公头

ISO 7241-B标准

B系列

尺寸规格

其他螺纹按要求提供



SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
02
04
06
08
12
16

5
6,3
10

12,5
20
25

1/8"
1/4"
3/8"
1/2"
3/4"
1"

350
350
300
280
180
150

5075
5075
4350
4060
2610
2175

1400
1400
1200
1120
720
600

20300
20300
17400
16240
10440
8700

0,020
0,040
0,070
0,102
0,195
0,370

0.04
0.08
0.16
0.23
0.43
0.82

0,070
0,120
0,220
0,322
0,585
0,860

0.16
0.26
0.49
0.72
1.30
1.91

BURST PRESSURE WEIGHT / 

PLUG / SOCKET/

PERFORMANCES/

Series B is designed to interchange
and perform according to
ISO 7241-B standard.
It is one of the most popular coupling
design worldwide and is indicated
for several industrial applications.

•Interchangeability according
  ISO 7241-B
•Standard material: steel
•Plugs treated with induction
  hardening
•Internal valves in hardened steel
•Standard seals in nitril rubber
•Back - up seals in teflon
•Working temperature with standard
  nitril seals: - 20° C /  + 110° C
•Special seals on request: Viton,
  EPDM, Neoprene

MAIN DATA:

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"B" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 08

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 12

BASE 16

BASE 06

BASE 04

BASE 02

intertraco 12

B系列 
完全符合ISO 7241 – B标准设计,是

世界范围内应用最广泛的一种工业行

业快换接头, 与其它ISO 7241-B标准

产品完全互换

标准材料: 碳钢

公头端经过淬火硬化处理

内置阀用硬化钢

密封为NBR标准,可根据要求选择： FPM；

EPDM；氯丁橡胶

止回密封是FPM

工作温度: -20℃ - 110℃

“B”系列性能曲线图

介质：液压油 SAE 10W

温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 爆裂压力

重量

公头 母头



SERIES N Agricultural
interchange

* Other threads available on request
  

C

PLUG

L

A

CH 2

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

Ø D

mm in

12

04 6 1/4"

20 3/4"

16 25 1"

  NM20-04 NF20-04 1/4"BSP
NM25-04 NF25-04 1/4"NPTF
NM20-06 NF20-06 3/8"BSP

06 10 3/8" NM25-06 NF25-06 3/8"NPTF 39  1.54 60,5  2.38 31  1.22 79,5 3.13 22  0.87 24  0.94 
 NM28-06 NF28-06 3/8"BSPT
 AM20-08 AF20-08 1/2"BSP
08 12 1/2" AM25-08 AF25-08 1/2"NPTF 46  1.81 67,5  2.66 38  1.50 92  3.62 27  1.06 30  1.18 

AM28-08 AF28-08 1/2"BSPT
NM20-12 NF20-12 3/4"BSP
NM25-12 NF25-12 3/4"NPTF  
NM20-16 NF20-16 1"BSP
NM25-16 NF25-16 1"NPTF

Ø DN CODE / 
PLUG ØA*SOCKET

35 1.38 52 2.05 27 1.06 70,5 2.78 19 0.75 21 0.83

53   2.09   82    3.23   46    1.81  106   4.17   34    1.34   38   1.50

58    2.28   95   3.74   55    2.17   120  4.72   41    1.61  45    1.77

DIMENSIONS/

POPPET V

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

Ø D

mm in

12

04 6 1/4"

20 3/4"

16 25 1"

  NM10-04 NF10-04 1/4"BSP
NM15-04 NF15-04 1/4"NPTF
NM10-06 NF10-06 3/8"BSP

06 10 3/8" NM15-06 NF15-06 3/8"NPTF 39  1.54 60,5  2.38 31  1.22 79,5 3.13 22  0.87 24  0.94 
 NM18-06 NF18-06 3/8"BSPT
 AM10-08 AF10-08 1/2"BSP
08 12 1/2" AM15-08 AF15-08 1/2"NPTF 46  1.81 67,5  2.66 38  1.50 92  3.62 27  1.06 30  1.18 

AM18-08 AF18-08 1/2"BSPT
NM10-12 NF10-12 3/4"BSP
NM15-12 NF15-12 3/4"NPTF  
NM10-16 NF10-16 1"BSP
NM15-16 NF15-16 1"NPTF

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

35 1.38 52 2.05 27 1.06 70,5 2.78 19 0.75 21 0.83

53   2.09   82    3.23   46    1.81  106   4.17   34    1.34   38   1.50

58    2.28   95   3.74   55    2.17   120  4.72   41    1.61  45    1.77

C

PLUG

L

A

CH 2

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

BALL VALVE / 

intertraco

母头 公头

型号 母头公头

母头 公头

代码

尺寸

代码

公头 母头

N 系列

锥阀

尺寸规格

球阀

其他螺纹按要求提供

13



Series N design, also known as
agricultural interchange, is probably the
most popular coupling design worldwide
on agricultural applications.
The size 1/2

"
  is identical to series A,

ISO 7241-A interchangeable.

•Available with both poppet and ball
  valve
•Standard material: steel
•Plugs treated with induction
  hardening
•Internal valves in hardened steel
•Standard seals in nitril rubber
•Back - up seals in teflon
•Working temperature with standard
   nitril seals: - 20° C /  + 110° C
•Special seals on request: Viton,
  EPDM, Neoprene
•1/2" plug and socket are also
  available in a special version
  allowing their connection in
  presence of residual back pressure.

MAIN DATA:

PERFORMANCES/

SIZE

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs

WEIGHT / 

PLUG / SOCKET/

BURST PRESSUREØ DN

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"N" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 08

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 12

BASE 16

BASE 06

BASE 04

intertraco

04 6 1/4" 350 5075,0 1400 20300  0,04  0,08  0,10 0,22
06 10 3/8" 315 4567,5 1260 18270  0,07  0,15  0,20 0,44
08 12 1/2" 250 3625,0 1000 14500  0,09  0,20  0,26 0,57
12 20 3/4" 250 3625,0 1000 14500  0,18  0,40  0,50 1,11
16 25 1" 230 3335,0 920 13340  0,23  0,51  0,76 1,68

14

N系列 
世界范围依据农业行业标准设计的系列.

1/2”和A系列互换

有两个锥阀和球阀

标准材料: 碳钢

公头端经过淬火硬化处理

内置阀用硬化钢

密封为NBR标准,可根据要求选择： FPM；

EPDM；氯丁橡胶

止回密封是FPM

工作温度: -20℃ - 110℃

1/2规格可以按要求提供带压连接型

“N”系列性能曲线表

介质：液压油 SAE 10W
温度：50℃

粘度：3 E°

性能表

尺寸
最大工作压力 爆裂压力

重量

公头 母头



15

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES P

* Other threads available on request
  

PLUG

L

A

CH 2

C

D

B

CH 1

A

(coupled/accoppiato)

SIZE
mm inch

B C L Ch1 Ch2

mm in mm in mm in mm in mm in
Ø D

mm in

DIMENSIONS/
Ø DN CODE / 

PLUG ØA*SOCKET

intertraco

   AM10-08 PF10-08 1/2"BSP
   08   12 1/2" AM15-08 PF15-08 1/2"NPT 46  1.81 67  2,64 38  1.50 92  3.62 27  1.06 24  0.94

SIZE
mm inch

B C L Ch1 Ch2

mm in mm in mm in mm in mm in
Ø D

mm in

DIMENSIONS/
Ø DN CODE / 

PLUG ØA*SOCKET

   AM20-08 PF20-08 1/2"BSP
   08   12 1/2" AM25-08 PF25-08 1/2"NPT 46  1.81 67  2,64 38  1.50 92  3.62 27  1.06 24  0.94

P系列

母头 公头

其他螺纹按要求提供

尺寸规格

型号

代码

公头 母头

尺寸规格

型号

代码

公头

母头公头



MAIN DATA:

Ø DN
BURST PRESSURE*
PRESSIONE SCOPPIOSIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
08 12 1/2" 250 3625 1000 14500 0,090

BURST PRESSURE WEIGHT / 

PLUG /  SOCKET/

0.200 0,200 0.613

PERFORMANCES/

16intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"P" SERIES COUPLINGS
PRESSURE DROP GRAPH

A = POPPETVALVE

B = BALL VALVE

The P series push-pull couplings are
in terchangeable  according to
ISO 7241-A and ISO 5675.

These couplings are normally adopted
on agricultural implements and
applications; the possible panel mounting
allows to easily connect and disconnect
plug and socket with one hand only.

P series couplings are available with
both poppet valve and ball valve;  the
standard thread are BSP, NPTF and
metric male 24° according to DIN 2353.

Main data:

•Poppet or ball valves
•Interchangeable ISO 7241-A and
  ISO 5675
•Material: steel
•Poppet valve in hardened steel
•Plug in hardened steel
•Working temperatures with standard
  seals -20 C° / +110 C°
•Standard seals in nitril rubber
•Back-up ring in teflon

Special features:
a special valve is available on request
to allow the plug to be connected in
presence of residual back pressure.

A

B

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

P系列是推挽式快换接头, 符合 ISO 7241-A 

and ISO 5675.标准

改系列应用于农业机具中, 可镶嵌安装,

易于连接和拆卸

有两个针阀和球阀

螺纹是: BSP , NPTF,  24??公制??

符合DIN 2353标准

标准材料: 碳钢

锥阀用硬化钢

公头端经过淬火硬化处理

密封为NBR标准

止回密封是FPM

工作温度: -20℃ - 110℃

特点: 有专门阀按要求设计,可允许

公头端带压连接 

P系列

"P"系列性能曲线图

锥阀

球阀

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 爆裂压力

重量

公头 母头



SIZE Ø DN

mm inch PLUG ØA
B C Ch1 Ch2

mm in mm in mm in mm inSOCKET

Ø D

mm in

L

08 12 1/2" AM11-08L PF11-08L 8 M14X1,5 56  2,20 76  2,99 38  1,50 111  4,37 30  1,18 30  1,18
08 12 1/2" AM11-10L PF11-10L 10 M16X1,5 57  2,24 77  3,03 38  1,50 113  4,45 30  1,18 30  1,18
08 12 1/2" AM11-12L PF11-12L 12 M18X1,5 57  2,24 77  3,03 38  1,50 113  4,45 30  1,18 30  1,18
08 12 1/2" AM11-15L PF11-15L 15 M22X1,5 58  2,28 78  3,07 38  1,50 115  4,53 30  1,18 30  1,18
08 12 1/2" AM11-18L PF11-18L 18 M26X1,5 58  2,28 78  3,07 38  1,50 115  4,53 30  1,18 30  1,18

mm in
ØT

SERIES P

DIMENSIONS/

* Other threads available on request
  

SIZE Ø DN

mm inch PLUG ØA
B C Ch1 Ch2

mm in mm in mm in mm inSOCKET

Ø D

mm in

L
mm in

ØT

DIN 2353 L/S

CODE / 

CODE / 

17

08 12 1/2" AM12-08S PF12-08S 8 M16X1,5 58  2,28 78  3,07 38  1,50 115  4,53 30  1,18 30  1,18
08 12 1/2" AM12-10S PF12-10S 10 M18X1,5 58  2,28 78  3,07 38  1,50 115  4,53 30  1,18 30  1,18
08 12 1/2" AM12-12S PF12-12S 12 M20X1,5 58  2,28 78  3,07 38  1,50 115  4,53 30  1,18 30  1,18
08 12 1/2" AM12-14S PF12-14S 14 M22X1,5 60  2,36 80  3,15 38  1,50 119  4,69 30  1,18 30  1,18
08 12 1/2" AM12-16S PF12-16S 16 M24X1,5 60  2,36 80  3,15 38  1,50 119  4,69 30  1,18 30  1,18
08 12 1/2" AM12-20S PF12-20S 20 M30X2 62  2,44 82  3,23 38  1,50 123  4,84 30  1,18 30  1,18

PLUG

L

T

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

A T

intertraco

L

S

DIN 2353 L/S标准

母头 公头

尺寸规格

型号

代码

公头 母头

代码

型号 公头 母头

其他螺纹按要求提供

P系列



DIMENSIONS/

SIZE Ø DN

mm inch PLUG ØA
B C Ch1 Ch2

mm in mm in mm in mm inSOCKET

Ø D

mm in

L
mm in

ØT

SIZE Ø DN✻

mm inch PLUG ØA
B C Ch1 Ch2

mm in mm in mm in mm inSOCKET

Ø D

mm in

L
mm in

ØT

* Other threads available on request
  

SERIES P
DIN 2353 L/S
Bulk head/

PLUG

L

T

CH 2

C

D

B

CH 1

A

SOCKET

A T

CODE / 

CODE /

18

08 12 1/2" AM13-08L PF13-08L 8 M14X1,5 72  2,83 92  3,62 38  1,50 143  5,63 30  1,18 30  1,18
08 12 1/2" AM13-10L PF13-10L 10 M16X1,5 72  2,83 92  3,62 38  1,50 143  5,63 30  1,18 30  1,18
08 12 1/2" AM13-12L PF13-12L 12 M18X1,5 72  2,83 92  3,62 38  1,50 143  5,63 30  1,18 30  1,18
08 12 1/2" AM13-15L PF13-15L 15 M22X1,5 73  2,87 93  3,66 38  1,50 145  5,71 30  1,18 30  1,18
08 12 1/2" AM13-18L PF13-18L 18 M26X1,5 73  2,87 93  3,66 38  1,50 145  5,71 30  1,18 30  1,18

08 12 1/2" AM14-08S PF14-08S 8 M16X1,5 73  2,87 93  3,66 38  1,50 145  5,71 30  1,18 30  1,18
08 12 1/2" AM14-10S PF14-10S 10 M18X1,5 73  2,87 93  3,66 38  1,50 145  5,71 30  1,18 30  1,18
08 12 1/2" AM14-12S PF14-12S 12 M20X1,5 73  2,87 93  3,66 38  1,50 145  5,71 30  1,18 30  1,18
08 12 1/2" AM14-14S PF14-14S 14 M22X1,5 75  2,95 95  3,74 38  1,50 149  5,87 30  1,18 30  1,18
08 12 1/2" AM14-16S PF14-16S 16 M24X1,5 75  2,95 95  3,74 38  1,50 149  5,87 30  1,18 30  1,18
08 12 1/2" AM14-20S PF14-20S 20 M30X2 78  3,07 98  3,86 38  1,50 155  6,10 30  1,18 30  1,18

(coupled/accoppiato)

intertraco

L

S

P系列

母头 公头

尺寸规格

型号

代码

公头 母头

型号

代码

公头 母头

其他螺纹按要求提供

防水头



SIZE
mm inch

B C ØD L Ch1 Ch2
mm in mm in mm in mm in mm in mm in

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

EM10-20 EF10-20 1.1/4"BSP
20 32 1.1/4" EM15-20 EF15-20 1.1/4"NPTF 70,0  2.76 110  4.33 70,0  2.75 140  5.51 50  1.97 50  1.97 

  EM10-24 EF10-24 1.1/2"BSP
24 38 1.1/2" EM15-24 EF15-24 1.1/2"NPTF 70,0  2.76 114  4.49 81,0  3.18 141  5.55 60  2.36 55  2.17 
  
 EM10-32 EF10-32 2"BSP
32 50 2" EM15-32 EF15-32 2"NPTF 89,0  3.50 139  5.47 114,0  4.49 177  6.97 70  2.76 70  2.76 
 
 EM10-40 EF10-40 2.1/2"BSP
40 63 2.1/2" EM15-40 EF15-40 2.1/2"NPTF 89,0  3.50 139  5.47 114,0  4.49 177  6.97 84  3.30  84    3.30   

EM10-50 EF10-50 3"BSP
50 76 3" EM15-50 EF15-50 3"NPTF 100,0 3.94 155  6.10 139,0  5.47 200  7.87 100  3.94 100 3.94

DIMENSIONS/

SERIES E

Ø DN CODE / 
PLUG ØA*SOCKET

* Other threads available on request

intertraco

E系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供

19



SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
20
24
32
40
50

32
38
50
63
76

1.1/4"
1.1/2"

2"
2.1/2"

3"

140
120
120
100
70

2030
1740
1740
1450
1015

560
480
480
400
280

8120
6960
6960
5800
4060

0,46
0,72
2,02
1,82
3,23

BURST PRESSURE WEIGHT /

PLUG / SOCKET/

1.02
1.60
4.49
4.04
7.17

1,38
1,82
4,42
4,05
7,00

3.07
4.04
9.82
9.00

15.50

PERFORMANCES/

MAIN DATA:

intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"E" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 20

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 24

BASE 32

Series E includes large diameter couplings
which find their ideal application in
medium pressure hydraulic and industrial
applications.

•Standard material: steel
•Plugs treated with induction hardening
•Internal valves in hardened steel
•Standard seals in nitril rubber
•Working temperature: -20° c/+110° C

On request:

•Special seals: Viton, EPDM, Neoprene
•Free flow version
•Brass version

20

主要数据: 

E系列适用于中压系统和工业部门

标准材料: 碳钢； 可选材料:铜

公头端经过淬火硬化处理

内置阀用硬化钢

密封为NBR标准,可根据要求选择： 

FPM；EPDM；氯丁橡胶

工作温度: -20℃ - 110℃

"E系"列压力降曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 爆裂压力

重量
公头 母头



Screw to connect
SERIES S

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

* Other threads available on request
  

PLUG

L

A

CH 2

C

D

B

CH 3

A

SOCKET

(coupled/accoppiato)

CH 1

PLUG

L

A

CH 3

C

D

B

CH 3

A

SOCKET

(coupled/accoppiato)

CH 1

  SM10-04 SF10-04 1/4"BSP
04 6 1/4" SM15-04 SF15-04 1/4"NPTF 36  1,42 50  1,97 31 1,22 69  2,72 28  1,10 24  0,94 16  0,63
  SM18-04 SF18-04 1/4"BSPT
 SM10-06 SF10-06 3/8"BSP
06 10 3/8" SM15-06 SF15-06 3/8"NPTF 42  1,65 57  2,24 38 1,5 82  3,23 34  1,34 30  1,18 20  0,79
 SM18-06 SF18-06 3/8"BSPT
 SM10-08 SF10-08 1/2"BSP
08 12 1/2" SM15-08 SF15-08 1/2"NPTF 55  2,17 75  2,95 47 1,85 100  3,94 42  1,65 38  1,50 27  1,06

SM18-08 SF18-08 1/2"BSPT
SM10-12 SF10-12 3/4"BSP

12 20 3/4" SM15-12 SF15-12 3/4"NPTF 61  2,40 90  3,54 56 2,2 114  4,49 50  1,97 42  1,65 30  1,18
SM18-12 SF18-12 3/4"BSPT
SM10-16 SF10-16 1"BSP

16 25 1" SM15-16 SF15-16 1"NPTF 61  2,40 88  3,46 67 2,64 120  4,72 60  2,36     40  1,57
 

SM18-16 SF18-16 1"BSPT
  

SM10-20 SF10-20 1.1/4"BSP
20 32 1.1/4" SM15-20 SF15-20 1.1/4"NPTF 70  2,76 105  4,13 79 3,11 140  5,51 70  2,76     48  1,89

SM18-20 SF18-20 1.1/4"BSPT
SM10-24 SF10-24 1.1/2"BSP

24 38 1.1/2" SM15-24 SF15-24 1.1/2"NPTF 70  2,76 105  4,13 90 3,54 140  5,51 80  3,15     52  2,05
SM18-24 SF18-24 1.1/2"BSPT
SM10-32 SF10-32 2"BSP

32 50 2" SM15-32 SF15-32 2"NPTF 86  3,39 130  5,12 128 5,04 173  6,81 120  4,72     80  3,15 
SM18-32 SF18-32 2"BSPT
SM10-40 SF10-40 2.1/2"BSP

40 63 2.1/2" SM15-40 SF15-40 2.1/2"NPTF 86  3,39 130  5,12 128 5,04 173  6,81 120  4,72     85  3,35 
SM18-40 SF18-40 2.1/2"BSPT

Ch3
mm inmm in

ØD

intertraco

3/4"    ≤

 ≥    1"

21

S系列
螺纹连接

母头 公头

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
04
06
08
12
16
20
24
32
40

6
10
12
20
25
32
38
50
63

1/4"
3/8"
1/2"
3/4"
1"

1.1/4"
1.1/2"

2"
2.1/2"

500
450
400
350
300
250
220
150
120

7250
6525
5800
5075
4350
3625
3190
2175
1740

2000
1800
1600
1400
1200
1000
880
600
480

29000
26100
23200
20300
17400
14500
12760
8700
6960

0,080
0,150
0,260
0,370
0,660
1,000
1,350
4,100
3,640

0.180
0.330
0.580
0.830
1.467
2.220
3.000
9.111
8.080

0,100
0,180
0,392
0,550
0,700
1,030
1,200
3,630
3,300

0.220
0.400
0.870
1.210
1.556
2.290
2.670
8.067
7.330

BURST PRESSURE WEIGHT / 

PLUG / SOCKET/

PERFORMANCES/

Series S is a screw to connect
coupling range available in sizes
from 1/4"  to 2 1/2".

This series is used in heavy duty
hydraulic and industrial applications
in presence of high pressure,
vibrations, mechanical stresses.

•Standard material: steel
•Internal valves in hardened steel
•Standard seals in nitril rubber
•Back-up seals in teflon
•Working temperature with standard
   seals: - 20°c/+110c°
•special seals on request: Viton,
   EPDM, Neoprene.

MAIN DATA:

intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"S" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 08

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 12

BASE 16

BASE 06

BASE 04

BASE 32

BASE 24

BASE 20

22

S系列
用于重载液压和工业场合，高压，

震动，机械应力

标准材料: 碳钢

内置阀用硬化钢

密封为聚四氟乙烯标准,可根据要

求选择： FPM；EPDM；氯丁橡胶

工作温度: -20℃ - 110℃

"S"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 爆裂压力

重量

公头 母头



SERIES J

SIZE Ø DN

mm inch
CODE/

PLUG ØA
B C ØD L Ch1 Ch2

mm in mm in mm in mm in mm in mm inSOCKET

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SIZE

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs

WEIGHT /

PLUG /  SOCKET/

BURST PRESSURE*
Ø DN

PERFORMANCES/

J Series includes screw to connect
couplings designed to match the very
high pressures used for hydraulic
tools.

•Screw to connect
•Material: steel
•Ball valve
•Silver colour zinc passivation
•Standard seals in nitril rubber
•Back - up seals in teflon
•Working temperature with standard
  seals: - 20° C /  +110° C
•Metal caps on request

MAIN DATA:

DIMENSIONS/

SOCKET/

* Coupled /

04 5 1/4" JM25-04 JF25-04 1/4"NPT 32,5 1.28 60,8  2.39 28  1.10 74,5  2.93 19  0.75 22  0.87 
06 7 1/4" JMX25-04 JFX25-04 1/4"NPT 40  1.57 72,3  2.85 35  1.38 86,9  3.42 32  1.26 24  0.94
06 7 3/8" JM25-06 JF25-06 3/8"NPT 40  1.57 72,3  2.85 35  1.38 86,9  3.42 32  1.26 24  0.94 

04 5 1/4" 700 10150 2200 31900 0,080 0.177 0,150 0.330
06 7 1/4" 700 10150 1850 26825 0,120 0.266 0,200 0.444
06 7 3/8" 700 10150 1850 26825 0,120 0.266 0,200 0.444

intertraco

J系列

母头 公头

尺寸规格

型号

代码

公头 母头

性能表

型号
最大工作压力 爆裂压力

重量

公头 母头

J系列

J系列产品用于超高压液压场合

螺纹连接

标准材料: 碳钢

球阀

银色镀锌 

密封为聚四氟乙烯标准,可根据

要求选择： FPM；EPDM；氯丁橡胶

工作温度: -20℃ - 110℃

金属帽可按要求提供

一套

23



24

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES PW

MAIN DATA:

SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
06 10 3/8" 250 3600 625 9000 0,020 0.04 0,070 0.16

BURST PRESSURE WEIGHT /

PLUG /  SOCKET/

PERFORMANCES/

Series PW includes free flow couplings
for water, steam and other media used
in industrial applications.

•Socket in chromed platted brass
•Locking sleeve in steel treated with
  Q.P.Q.
•Plug in hardened steel
•Two viton seals
•Working temperature with standard
  seals: - 15° C/+180° C.
•Specials seals on request.

DIMENSIONS/

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

Ø D

mm in

06 10        3/8" PWM00-06 PWF00-06 3/8"BSP 38  1,50    39    1,54     35     1,38   53,5   2,11  22   0,87   30    1,18

Ø DN CODE / 
ØA*PLUG SOCKET

intertraco

PW系列

母头 公头

尺寸规格

型号 公头 母头

性能表

型号
最大工作压力 爆裂压力

重量

公头 母头

PW系列

PW系列适用于水,蒸汽和其他工业介质

母头用铬铂铜材料

锁定衬套用带Q.P.Q处理的钢

公头用硬度钢

双道V橡胶密封,按要求可提供专业密封

工作温度: -15℃ - 180℃



SIZE
mm

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

ØD

mm in

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES F

* Other threads available on request
  

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

  FM10-04 FF10-04 1/4""BSP
04 7 FM15-04 FF15-04 1/4"NPTF 48,0  1.89 48,0  1.89 28  1.10 85,5  3.37 22  0.87 22  0.87
  FM18-04 FF18-04 1/4"BSPT
 FM10-06 FF10-06 3/8"BSP
06 9 FM15-06 FF15-06 3/8"NPTF 60,0  2.36 64,5  2.54 32  1.26 109  4.29 24  0.94 27  1.06
 FM18-06 FF18-06 3/8"BSPT
 FM10-08 FF10-08 1/2"BSP
06 9 FM15-08 FF15-08 1/2"NPTF 62,5  2.46 69,5  2.74 32  1.26 117  4.59 27  1.06 27  1.06

FM18-08 FF18-08 1/2"BSPT
 FM20-08 FF20-08 1/2"BSP
08 13 FM25-08 FF25-08 1/2"NPTF 68,0  2.68 73,5  2.89 38  1.50 125  4.92 32  1.26 32  1.26

FM28-08 FF28-08 1/2"BSPT
FM10-12 FF10-12 3/4"BSP

08 13 FM15-12 FF15-12 3/4"NPTF 70,5  2.78 80,5  3.17 38  1.50 135  5.30 36  1.42 36  1.42
FM18-12 FF18-12 3/4"BSPT
FM20-12 FF20-12 3/4"BSP

12 15 FM25-12 FF25-12 3/4"NPTF 70,5  2.78 78,0  3.07 42  1.65 132  5.20 36  1.42 36  1.42
FM28-12 FF28-12 3/4"BSPT
FM10-16 FF10-16 1 "BSP

16 17 FM15-16 FF15-16 1 "NPTF 82,5  3.25 92,5  3.64 48  1.89 154  6.06 45  1.77 45  1.77
FM18-16 FF18-16 1 "BSPT
FM10-20 FF10-20 1.1/4 "BSP

20 21 FM15-20 FF15-20 1.1/4 "NPTF 90,0  3.54 105,0 4.13 55  2.17 173  6.81 55  2.17 55  2.17
FM18-20 FF18-20 1.1/4 "BSPT
FM10-24 FF10-24 1.1/2 "BSP

24 30 FM15-24 FF15-24 1.1/2"NPTF 111,0 4.37 133,0 5.22 80  3.15 215  8.46 70  2.76 65  2.56
FM18-24 FF18-24 1.1/2"BSPT
FM10-32 FF10-32 2"BSP

32 45 FM15-32 FF15-32 2 "NPTF 125,0 4.92 165,0 6.50 100  3.94 250  9.84 75  2.95 80  3.15
FM18-32 FF18-32 2"BSPT

intertraco

（平头型，常用系列，推荐使用）
F系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供
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PERFORMANCES/

Series F flat face couplings are adopted on the
most diversified hydraulic and industrial
applications. The F series flat face design offers
important technical advantages:

• Perfect sealing of plug and socket both when
   coupled and uncoupled.
• Extremely low spillage during connection
   and disconnection.
• No inclusion of air or external media during
   connection and disconnection.
• The flat faces are easy to clean.
• Sleeve with a safety device
   preventing from accidental disconnection
• Standard seals in nitril rubber
• Antiextrusion ring in teflon
• Working temperature with standard seals:
   -20° C/ +110° C.
• Body size 3/8  (DN 9) is interchangeable
   according to HTMA design
• Special seals on request: Viton and EPDM

MAIN DATA:

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"F" SERIES COUPLINGS
PRESSURE DROP GRAPH

DN 9

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

DN 30

DN 21

DN 17
DN 15

DN 13

DN 7

DN 45

intertraco 26

SIZE Ø DN

mm

MAX.WORK

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs

MIN. BURST PRESSURE / 
COUPLED/ SOCKET/PLUG/

FORCE TO CONNECTWEIGHT / 
SOCKET/PLUG/

04 7 300 4350 1200 17400 1200 17400 600 8700 0,045 0.100 0,080 0,18 18 40.00
06 9 300 4350 1200 17400 1200 17400 600 8700 0,055 0.122 0,150 0,33 17 37.78
06 9 300 4350 1200 17400 1200 17400 600 8700 0,090 0.200 0,270 0,60 17 37.78
08 13 250 3625 1000 14500 1000 14500 400 5800 0,090 0.200 0,270 0,60 18 40.00
08 13 250 3625 1000 14500 1000 14500 400 5800 0,185 0.410 0,465 1,03 18 40.00
12 15 250 3625 1000 14500 900 13050 450 6525 0,185 0.410 0,465 1,03 20 44.44
16 17 250 3625 850 12325 920 13340 550 7975 0,270 0.600 0,720 1,60 25 55.56
20 21 250 3625 850 12325 920 13340 470 6815 0,600 1.330 1,250 2,78 31 68.89
24 30 200 2900 700 10150 700 10150 300 4350 0,900 2.000 2,100 4,67 43 95.56
32 45 180 2610 700 10150 700 10150 500 7250 1,450 3.220 4,150 9,22 50 111.11

"F"系列性能曲线图

F系列平头型

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

密封为NBR标准,可根据要求选择： FPM；EPDM

挡圈为聚四氟乙烯

工作温度: -20℃ - 110℃

3/8(DN9)身体尺寸根据HTMA设计是可互换的

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

型号
最大工作压力

最小爆裂压力

公头 母头

重量

公头 母头 紧固力成套



SIZE

02

04

06

06

08

08

12

16

20

24

4

7

9

9

13

13

15

17

21

30

FAM 10-02
FAM 15-02
FAM 18-02
FAM 10-04
FAM 15-04
FAM 18-04
FAM 10-06
FAM 15-06
FAM 18-06
FAM 10-08
FAM 15-08
FAM 18-08
FAM 20-08
FAM 25-08
FAM 28-08

mm
B C L Ch1 Ch2

mm in mm in mm in mm in mm in

36,5

48,0

60,0

62,5

68,0

70,5

73,0

84,0

90,0

111,0

1.44

1.89

2.36

2.46

2.68

2.78

2.87

3.31

3.54

4.37

40,0

53,0

64,5

69,5

76,5

83,5

83,5

98,5

105,0

132,5

1.57

2.09

2.54

2.74

3.01

3.29

3.29

3.88

4.13

5.22

68,5

90,5

109,0

116,5

127,5

137,0

139,5

161,0

173,0

215,0

2.70

3.56

4.29

4.59

5.02

4.39

5.49

6.34

6.81

8.46

17

22

27

27

36

36

36

46

55

65

0.67

0.87

1.06

1.06

1.42

1.42

1.42

1.81

2.17

2.56

19

27

30

30

36

36

41

46

55

65

0.75

1.06

1.18

1.18

1.42

1.42

1.61

1.81

2.17

2.56

ØD

mm in

20

28

32

32

38

38

42

48

55

80

0.79

1.10

1.26

1.26

1.50

1.50

1.65

1.89

2.17

3.15

FAM 10-12
FAM 15-12
FAM 18-12
FAM 20-12
FAM 25-12
FAM 28-12
FAM 10-16
FAM 15-16
FAM 18-16
FAM 10-20
FAM 15-20
FAM 18-20
FAM 10-24
FAM 15-24
FAM 18-24

FAF 10-02
FAF 15-02
FAF 18-02
FAF 10-04
FAF 15-04
FAF 18-04
FAF 10-06
FAF 15-06
FAF 18-06
FAF 10-08
FAF 15-08
FAF 18-08
FAF 20-08
FAF 25-08
FAF 28-08
FAF 10-12
FAF 15-12
FAF 18-12
FAF 20-12
FAF 25-12
FAF 28-12
FAF 10-16
FAF 15-16
FAF 18-16
FAF 10-20
FAF 15-20
FAF 18-20
FAF 10-24
FAF 15-24
FAF 18-24

1/8"BSP

1/8"NPTF

1/8"BSPT

1/4"BSP

1/4"NPTF

1/4"BSPT

3/8"BSP

3/8"NPTF

3/8"BSPT

1/2"BSP

1/2"NPTF

1/2"BSPT

1/2"BSP

1/2"NPTF

1/2"BSPT

3/4"BSP

3/4"NPTF

3/4"BSPT

3/4"BSP

3/4"NPTF

3/4"BSPT

1"BSP

1"NPTF

1"BSPT

1.1/4"BSP

1.1/4"NPTF

1.1/4"BSPT

1.1/2"BSP

1.1/2"NPTF

1.1/2"BSPT

PLUG

L

A

CH 2
C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES FA

* Other threads available on request
  

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

High pressure flat
face couplings

intertraco

FA系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供

高压平头型
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MAIN DATA:

PERFORMANCES/

SIZE Ø DN

mm

MAX.WORK

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs

MIN. BURST PRESSURE / 

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"FA" SERIES COUPLINGS
PRESSURE DROP GRAPH

DN 9

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

DN 30

DN 21

DN 17
DN 15

DN 13

DN 7

DN 4

Series FA flat face couplings are dimensionally interchangeable
with our F series but allow higher pressures. The FA series
performances make this range the ideal solution for heavy duty
mobile applications where high working pressure and peak
preassures are associated to difficult enviromental working
conditions.

•Perfect sealing of plug and socket both when coupled and
  uncoupled.
•Extremely low spillage during connection and disconnection.
•No inclusion of air or external media during connection and
  disconnection.
•The flat faces are easy to clean.
•Sleeve with a safety device preventing from accidental
  disconnection
•Standard seals in nitril rubber
•Antiextrusion ring in teflon
•Working temperature with standard seals: -20° C/ +110° C.
•Body size 3/8" (DN 9) is interchangeable according to HTMA
  design
•Special seals on request: Viton and EPDM

•FPM plug is a special version allowing connection by hand
  with back pressure up to 200 bar. Available in sizes 1/4" to 1".

intertraco

02 4 400 5800 1400 20300 1600 23200 1400 20300 0,027 0.06 0,083 0.180 15 33,333
04 7 400 5800 1200 17400 1200 17400 1100 15950 0,060 0.13 0,189 0.420 17 37,778
06 9 375 5438 1100 15950 1100 15950 1100 15950 0,148 0.32 0,257 0.570 21 46,667
06 9 375 5438 1100 15950 1100 15950 1100 15950 0,148 0.32 0,272 0.604 21 46,667
08 13 350 5075 1100 15950 1100 15950 1000 14500 0,273 0.60 0,452 1.000 23 51,111
08 13 350 5075 1100 15950 1100 15950 1000 14500 0,268 0.59 0,452 1.000 23 51,111
12 15 350 5075 1100 15950 1100 15950 900 13050 0,300 0.66 0,615 1.360 18 40,000
16 17 350 5075 1100 15950 1100 15950 900 13050 0,409 0.90 0,941 2.090 22 48,889
20 21 350 5075 1100 15950 1100 15950 800 11600 0,610 1.35 1,360 3.020 35 77,778
24 30 250 3625 1000 14500 1000 14500 800 11600 1,630 3.62 3,320 7.370 44 97,778

SOCKET/PLUG/
FORCE TO CONNECTWEIGHT / 

SOCKET/PLUG/COUPLED/

28

"FA"系列性能曲线表

介质：液压油 SAE 10W
温度：50℃

粘度：3 E°

性能表

尺寸
成套最大工作压力

最小爆裂压力

公头 母头

重量
公头 母头 紧固力

主要数据: 

FA和F系列尺寸是呼唤的, 适用压力更高,

 FA系列更适合重载移动设备和恶劣的环境下

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

密封为NBR标准,可根据要求选择： FPM；EPDM

挡圈为聚四氟乙烯

工作温度: -20℃ - 110℃

3/8(DN9)身体尺寸根据HTMA设计是可互换的

FPM公头是特别允许在200bar情况下手动连接,

尺寸从1/4 - 1”



PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES HP

DIMENSIONS/

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

ØD

mm in

* Other threads available on request

Ø DN CODE /
PLUG ØA*SOCKET

 HPM10-04 HPF10-04 1/4"BSP
04 5 HPM15-04 HPF15-04 1/4"NPTF 48  1.89 58  2.28 29  1.14 95  3.74 22  0.87 22  0.87 

HPM18-04 HPF18-04 1/4"BSPT
 HPM10-06 HPF10-06 3/8"BSP
04 5 HPM15-06 HPF15-06 3/8"NPTF 50  1.97 60  2.36 29  1.14 99  3.90 24  0.94 24  0.94 
 HPM18-06 HPF18-06 3/8"BSPT
 HPM20-06 HPF20-06 3/8"BSP
06 8 HPM25-06 HPF25-06 3/8"NPTF 61  2.40 70  2.76 34  1.34 114  4.49 27  1.06 30  1.18 

HPM28-06 HPF28-06 3/8"BSPT
 HPM10-08 HPF10-08 1/2"BSP
06 8 HPM15-08 HPF15-08 1/2"NPTF 63  2.48 76  2.99 34  1.34 122  4.80 27  1.06 30  1.18 

HPM18-08 HPF18-08 1/2"BSPT

intertraco29

HP系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



Series HP include flat face couplings
designed for the very high pressures
typical of hydraulic tools and power-
packs (720 bar/10.000 psi).

• Perfect sealing of plug and socket
   both when coupled and uncoupled.
• Extremely low spillage during
   connection and disconnection.
• No inclusion of air or external
   media during connection and
   disconnection.
• The flat faces are easy to clean.
• Sleeve with a safety device
   preventing from accidental
   disconnection
• Standard seals in nitril rubber
• Antiextrusion ring in teflon
• Working temperature with standard
   seals: -20° C/ +110° C.
• Special seals on request.

MAIN DATA:

SIZE Ø DN

mm

MAX.WORK PRESSURE

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs

PERFORMANCES/

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"HP" SERIES COUPLINGS
PRESSURE DROP GRAPH

DN 5

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

DN 8

04 5 720 10440 1800 26100 2000 29000 1800 26100 0,075 0.166 0,225 0.500 15 33.33
04 5 720 10440 1800 26100 2000 29000 1800 26100 0,080 0.177 0,240 0.530 15 33.33
06 8 720 10440 1500 21750 2000 29000 1500 21750 0,115 0.255 0,345 0.766 16 35.56
06 8 720 10440 1500 21750 2000 29000 1500 21750 0,120 0.266 0,360 0.800 16 35.56

MIN. BURST PRESSURE / 
COUPLED/  SOCKET/PLUG/

FORCE TO CONNECTWEIGHT /
SOCKET/PLUG/

intertraco 30

"HP"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃

粘度：3 E°

性能表

尺寸
最大工作压力

最小爆裂压力

成套 公头 母头
重量

公头 母头 紧固力

HP 系列

HP是超高压的平头型(720bar),

用于液压工具和高压动力站

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

密封为NBR标准,可根据要求选择专业

工作温度: -20℃ - 110℃



Screw to connect flat face
couplingSERIES VP

SIZE Ø DN✻

mm
CODE/

PLUG
ØA B C L Ch1 Ch2

mm in mm in mm in mm in mm inSOCKET
Ø D

mm in

M

* Other threads available on request
  

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

DIMENSIONS/

  VPM10-04 VPF10-04 1/4"BSP
04 7 VPM15-04 VPF15-04 1/4"NPTF 53,0  2.09 84,0  3.31 35  1.38 125,5 4.94  M24X2 27  1.06 32  1.26 
  VPM18-04 VPF18-04 1/4"BSPT
 VPM10-06 VPF10-06 3/8"BSP
06 9 VPM15-06 VPF15-06 3/8"NPTF 64,5  2.54 94,5  3.72 42  1.65 142,5 5.61  M28X2 30  1.18 38  1.50 
 VPM18-06 VPF18-06 3/8"BSPT
 VPM10-08 VPF10-08 1/2"BSP
06 9 VPM15-08 VPF15-08 1/2"NPTF 69,5  2.74 94,5  3.72 42  1.65 147,5 5.81  M28X2 30  1.18 38  1.50 

VPM18-08 VPF18-08 1/2"BSPT
 VPM20-08 VPF20-08 1/2"BSP
08 13 VPM25-08 VPF25-08 1/2"NPTF 76,5  3.01 110,0 4.33 49  1.93 168  6.61  M36X3 36  1.42 45  1.77 

VPM28-08 VPF28-08 1/2"BSPT
VPM10-12 VPF10-12 3/4"BSP

08 13 VPM15-12 VPF15-12 3/4"NPTF 83,5  3.29 110,0 4.33 49  1.93 175  6.89  M36X3 36  1.42 45  1.77 
VPM18-12 VPF18-12 3/4"BSPT
VPM20-12 VPF20-12 3/4"BSP

12 15 VPM25-12 VPF25-12 3/4"NPTF 83,5  3.29 110,0 4.33 52  2.05 175  6.89  M39X3 41  1.61 48  1.89
VPM28-12 VPF28-12 3/4"BSPT
VPM10-16 VPF10-16 1"BSP

16 17 VPM15-16 VPF15-16 1"NPTF 98,0  3.86 127,0 5.00 60  2.36 202,5 7.97  M45X3 46  1.81 55  2.17 
VPM18-16 VPF18-16 1"BSPT
VPM10-20 VPF10-20 1.1/4"BSP

20 21 VPM15-20 VPF15-20 1.1/4"NPTF 105,0 4.13 137,0 5.39 76  2.99 215  8.46  M55X3 55  2.17 70  2.76 
VPM18-20 VPF18-20 1.1/4"BSPT
VPM10-24 VPF10-24 1.1/2"BSP

24 30 VPM15-24 VPF15-24 1.1/2"NPTF 132,5 5.22 175,0 6.89 94  3.70 271 10.70  M72X4 65  2.56 85  3.35 
VPM18-24 VPF18-24 1.1/2"BSPT

intertraco31

VP系列
螺纹连接平头型

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



SIZE Ø DN

mm bar psi bar psi bar psi bar psi kg lbs kg lbs

MIN. BURST PRESSURE / 
COUPLED/ PLUG/

DN 9

DN 30

DN 21

DN 17

DN 15

DN 7

DN 13

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

WEIGHT / MAX.WORK PRESSURE

The VP series represents the ideal combination of
flat face and screw to connect designs. This range
achieves very high working pressures and is suitable
for heavy duty working conditions such us pulsating
pressures and vibrations. VP series offers the important
possibility of connecting and disconnecting the two
parts under pressure with no spillage.

• Possibility to connect and disconnect the two halves
   with residual pressures up to 300 bar (4300 psi).
• Perfect sealing of plug and socket both when
  coupled and uncoupled.
• Extremely low spillage during connection and
   disconnection.
• No inclusion of air or external media during
   connection and disconnection.
• The flat faces are easy to clean.
• Sleeve with a safety device preventing from
    accidental disconnection
• Standard seals in nitril rubber
• Antiextrusion ring in teflon
• Working temperature with standard seals:
    -20° C/+110° C.
• Special seals on request: Viton, EPDM, Neoprene,
   Silicone
• Special caps on request

MAIN DATA:

PERFORMANCES/

SOCKET/ PLUG/ SOCKET/

04 7 600 8700 1500 21750 1800 26100 1250 18125 0,16 0.35 0,45 1.00
06 9 550 7975 1350 19575 1500 21750 1250 18125 0,21 0.46 0,63 1.40
06 9 550 7975 1350 19575 1500 21750 1250 18125 0,21 0.46 0,60 1.33
08 13 550 7975 1350 19575 1700 24650 1100 15950 0,33 0.73 0,96 2.13
08 13 550 7975 1350 19575 1700 24650 1100 15950 0,33 0.73 0,96 2.13
12 15 525 7612,5 1350 19575 1600 23200 1000 14500 0,42 0.93 1,26 2.80
16 17 525 7612,5 1350 19575 1500 21750 1000 14500 0,62 1.37 1,83 4.06
20 21 500 7250 1250 18125 1200 17400 900 13050 0,96 2.13 2,90 6.44
24 30 400 5800 1000 14500 1000 14500 900 13050 2,10 4.60 6,30 14.00

intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"VP" SERIES COUPLINGS
PRESSURE DROP GRAPH

32

"VP"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃

粘度：3 E°

性能表

尺寸
最大工作压力

最小爆裂压力

成套 公头 母头

重量

公头 母头

VP平头型

高压力,适应重载有脉动和振动的场合, 

在有压情况下连接和断开都无泄漏

在液压压力300bar情况下可连接或断开

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

密封为NBR标准,可根据要求选择：FPM；EPDM,

氯丁橡胶,硅橡胶

工作温度: -20℃ - 110℃



SIZE
mm inch

B C ØD L Ch1 Ch2
mm in mm in mm in mm in mm in mm in

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES X

DIMENSIONS/

PLUG SOCKET

CODE / Ø DN
ØA*

* Other threads available on request

ISO 7241 - B
AISI 316

  XM10-02 XF10-02 1/8"BSP
02 5,0 1/8" XM15-02 XF15-02 1/8"NPTF 30  1.18 49  1.93 24  0.94 60,5  2.38 14  0.55 14  0.55

  XM10-04 XF10-04 1/4"BSP
04 6,3 1/4" XM15-04 XF15-04 1/4"NPTF 35  1.38 57  2.24 27  1.06 70,5  2.78 19  0.75 19  0.75

 XM10-06 XF10-06 3/8"BSP
06 10,0 3/8" XM15-06 XF15-06 3/8"NPTF 41  1.61 66  2.60 34  1.34 82,5  3.25 24  0.94 24  0.94

XM10-08 XF10-08 1/2"BSP
08 12,5 1/2" XM15-08 XF15-08 1/2"NPTF 46  1.81 74  2.91 42  1.65 92,5  3.64 27  1.06 27  1.06

XM10-12 XF10-12 3/4"BSP
12 20,0 3/4" XM15-12 XF15-12 3/4"NPTF 55  2.17 90  3.54 50  1.97 111,0 4.37 36  1.42 36  1.42

XM10-16 XF10-16 1"BSP
16 25,0 1" XM15-16 XF15-16 1"NPTF 66  2.60 106  4.17 60  2.36 133,0 5.24 41  1.61 41  1.61

intertraco33

X系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



Ø DN
BURST PRESSURE*
PRESSIONE SCOPPIOSIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
02
04
06
08
12
16

5,0
6,3

10,0
12,5
20,0
25,0

1/8"
1/4"
3/8"
1/2"
3/4"
1"

150
150
100
100
100
75

2175.0
2175.0
1450.0
1450.0
1450.0
1087.5

600
600
400
400
400
300

8700
8700
5800
5800
5800
4350

0,020
0,040
0,070
0,102
0,195
0,370

BURST PRESSURE WEIGHT / 

PLUG /  SOCKET/

0.044
0.080
0.156
0.227
0.430
0.820

0,070
0,120
0,220
0,322
0,585
0,860

0.156
0.260
0.489
0.716
1.300
1.911

PERFORMANCES/

MAIN DATA:

Series X is made in AISI 316 stainless
steel and is interchangeable
according to ISO 7241-B design.
This series finds application with
water or corrosive media and in
corrosive environments.

• Interchangeability according to
    ISO 7241-B
• Material: AISI 316 stainless steel.
• Internal valves and components in
   AISI 316.
• Standard seals in Viton
• Working temperature range with
   standard Viton seals:
   -15°C/ +180°C
• Special seals on request.

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"X" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 08

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 12

BASE 16

BASE 06

BASE 04

BASE 02

intertraco 34

"X"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃

粘度：3 E°

性能表

尺寸
最大工作压力 最小爆裂压力

重量

公头 母头

X 系列

X是AISI316不锈钢系列, 与ISO7241-B

标准产品互换, 介质可为腐蚀性流体和

腐蚀性环境中.

密封为FPM标准,

工作温度: -15℃ - 180℃

更专业密封按要求提供



PLUG

L

A

CH 2
C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES R
AISI 316

SIZE
mm inch

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

Ø D

RM10-20 RF10-20 1.1/4"BSP
20 32 1.1/4" RM15-20 RF15-20 1.1/4"NPTF 70  2.76 110  4.33 70  2.75 140  5.51 50  1.97    50   1.97

RM18-20 RF18-20 1.1/4"BSPT
RM10-24 RF10-24 1.1/2"BSP

24 38 1.1/2" RM15-24 RF15-24 1.1/2"NPTF 70  2.76 114  4.49 81  3.18 140  5.51 60   2.36   55    2.17
RM18-24 RF18-24 1.1/2"BSPT
RM10-32 RF10-32 2"BSP

32 50 2" RM15-32 RF15-32 2"NPTF 89  3.50 139  5.47 113  4.45 177  6.97 70   2.76   70    2.76
RM18-32 RF18-32 2"BSPT
RM10-40 RF10-40 2.1/2"BSP

40 63 2.1/2" RM15-40 RF15-40 2.1/2"NPTF 89  3.50 139  5.47 113  4.45 177  6.97 84   3.30   84    3.30
RM18-40 RF18-40 2.1/2"BSPT
RM10-50 RF10-50 3"BSP

50 76 3" RM15-50 RF15-50 3"NPTF 100  3.94 155  6.10 139  5.47 200  7.87 100  3.94  100   3.94
RM18-50 RF18-50 3"BSPT

mm in

* Other threads available on request
  

DIMENSIONS/

Ø DN CODE /
PLUG ØA*SOCKET

intertraco
35

R系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



MAIN DATA:

Series R includes large bore quick
disconnect couplings (1 1/4"  to 3")
made in AISI 316 stainless steel. This
series is ideal in industrial applications
with water or corrosive media.

• Material: AISI 316 stainless steel.
• Internal valves and components in
   AISI 316.
• Standard seals in Viton.
• Working temperature range with
   standard seals: -15°C/+180°C
• Special seals on request.
• Free flow version on request.

intertraco

SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
20
24
32
40
50

32
38
50
63
76

1.1/4"
1.1/2"

2"
2.1/2"

3"

50
40
30
20
20

725
580
435
290
290

200
160
120
80
80

2900
2320
1740
1160
1160

0,460
0,720
2,020
1,820
3,230

BURST PRESSURE WEIGHT / 

PLUG / SOCKET/

1.022
1.600
4.489
4.040
7.170

1,38
1,82
4,42
4,05
7,00

3.070
4.040
9.820
9.000

15.500

PERFORMANCES/

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"R" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 20

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 24

BASE 32

36

"R"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 最小爆裂压力

重量

公头 母头

R系列  

不锈钢AISI316

大口径AISI316不锈钢系列,介质可为

腐蚀性流体和水以及腐蚀性环境中

密封为FPM标准,

工作温度: -15℃ - 180℃

更专业密封按要求提供

按要求可提供双向流通型



SERIES Z

* Other threads available on request

SIZE
mm inch

B C  L Ch1 Ch2
mm in mm in mm in mm in mm in

DIMENSIONS/

Ø DN CODE /
PLUG ØA*SOCKET

PLUG

L

A

CH 2

C

D

B

CH 3

A

SOCKET

(coupled/accoppiato)

CH 1

PLUG

L

A

CH 3

C

D

B

CH 3

A

SOCKET

(coupled/accoppiato)

CH 1

  ZM10-04 ZF10-04 1/4"BSP
04 6 1/4" ZM15-04 ZF15-04 1/4"NPTF 36  1,42 50  1,97 31 1,22 69  2,72 28  1,10 24  0,94 16  0,63
  ZM18-04 ZF18-04 1/4"BSPT
 ZM10-06 ZF10-06 3/8"BSP
06 10 3/8" ZM15-06 ZF15-06 3/8"NPTF 42  1,65 57  2,24 38 1,5 82  3,23 34  1,34 30  1,18 20  0,79
 ZM18-06 ZF18-06 3/8"BSPT
 ZM10-08 ZF10-08 1/2"BSP
08 12 1/2" ZM15-08 ZF15-08 1/2"NPTF 55  2,17 75  2,95 47 1,85 100  3,94 42  1,65 38  1,50 27  1,06

ZM18-08 ZF18-08 1/2"BSPT
ZM10-12 ZF10-12 3/4"BSP

12 20 3/4" ZM15-12 ZF15-12 3/4"NPTF 61  2,40 90  3,54 56 2,2 114  4,49 50  1,97 42  1,65 30  1,18
ZM18-12 ZF18-12 3/4"BSPT
ZM10-16 ZF10-16 1"BSP

16 25 1" ZM15-16 ZF15-16 1"NPTF 61  2,40 88  3,46 67 2,64 120  4,72 60  2,36     40  1,57
 

ZM18-16 ZF18-16 1"BSPT
  

ZM10-20 ZF10-20 1.1/4"BSP
20 32 1.1/4" ZM15-20 ZF15-20 1.1/4"NPTF 70  2,76 105  4,13 79 3,11 140  5,51 70  2,76     48  1,89

ZM18-20 ZF18-20 1.1/4"BSPT
ZM10-24 ZF10-24 1.1/2"BSP

24 38 1.1/2" ZM15-24 ZF15-24 1.1/2"NPTF 70  2,76 105  4,13 90 3,54 140  5,51 80  3,15     52  2,05
ZM18-24 ZF18-24 1.1/2"BSPT
ZM10-32 ZF10-32 2"BSP

32 50 2" ZM15-32 ZF15-32 2"NPTF 86  3,39 130  5,12 128 5,04 173  6,81 120  4,72     80  3,15 
ZM18-32 ZF18-32 2"BSPT
ZM10-40 ZF10-40 2.1/2"BSP

40 63 2.1/2" ZM15-40 ZF15-40 2.1/2"NPTF 86  3,39 130  5,12 128 5,04 173  6,81 120  4,72     85  3,35 
ZM18-40 ZF18-40 2.1/2"BSPT

Ch3
mm inmm in

ØD

intertraco

3/4"    ≤

 ≥    1"

Z系列

母头

公头母头

公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供

37



Series Z is a screw to connect
coupling range made in stainless
steel AISI 316 and available in sizes
from 1/4"  to 2 1/2". This series is adopted
for high pressure applications
working with either corrosive media
or in corrosive enviromental
conditions.

• Standard material: AISI 316
   stainless steel.
• Internal valves and components in
   AISI 316.
• Locking sleeve  in AISI 316 treated
   with Q.P.Q.
• Standard seals in Viton
• Working temperature:
   -15°C/+180°C
• Special seals on request.

MAIN DATA:

SIZE Ø DN

mm inch

MAX.WORK PRESSURE

bar psi bar psi kg lbs kg lbs
04
06
08
12
16
20
24
32
40

6
10
12
20
25
32
38
50
63

1/4"
3/8"
1/2"
3/4"
1"

1.1/4"
1.1/2"

2"
2.1/2"

500
450
400
350
300
250
220
150
120

7250
6525
5800
5075
4350
3625
3190
2175
1740

2000
1800
1600
1400
1200
1000
880
600
480

29000
26100
23200
20300
17400
14500
12760
8700
6960

0,080
0,150
0,260
0,370
0,660
1,000
1,350
4,100
3,640

0.180
0.330
0.580
0.830
1.467
2.220
3.000
9.111
8.080

0,100
0,180
0,392
0,550
0,700
1,030
1,200
3,630
3,300

0.220
0.400
0.870
1.210
1.556
2.290
2.670
8.067
7.330

BURST PRESSURE WEIGHT / 

PLUG / SOCKET/

PERFORMANCES/

intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

"Z" SERIES COUPLINGS
PRESSURE DROP GRAPH

BASE 08

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

BASE 12

BASE 16

BASE 06

BASE 04

BASE 32

BASE 24

BASE 20

38

"Z"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力 最小爆裂压力

重量

公头 母头

Z系列

不锈钢AISI316

通径1/4" - 2 1/2" ,高压里, 介质

可为腐蚀性流体和腐蚀性环境中

内置阀和元件都是316不锈钢

锁定衬套用带Q.P.Q处理的316不锈钢

密封为FPM标准,

工作温度: -15℃ - 180℃

更专业密封按要求提供



SIZE Ø DN

mm

CODE/
ØA✻ B C L Ch1 Ch2

mm in mm in mm in mm in mm in

Ø D

mm in

* Other threads available on request

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES Q

PLUG SOCKET

DIMENSIONS/

QPQ treated flat face
couplings

QM10-04 QF10-04 1/4"BSP
04 7 QM15-04 QF15-04 1/4"NPTF 48,0  1.89 48,0  1.89 28  1.10 85,5 3.37 22  0.87 22  0.87
  QM18-04 QF18-04 1/4"BSPT
 QM10-06 QF10-06 3/8"BSP
06 9 QM15-06 QF15-06 3/8"NPTF 60,0  2.36 64,5  2.54 32  1.26 109 4.29 24  0.94 27  1.06

QM18-06 QF18-06 3/8"BSPT
 QM10-08 QF10-08 1/2"BSP
06 9 QM15-08 QF15-08 1/2"NPTF 62,5  2.46 69,5  2.74 32  1.26 117 4.59 27  1.06 27  1.06

QM18-08 QF18-08 1/2"BSPT
 QM20-08 QF20-08 1/2"BSP
08 13 QM25-08 QF25-08 1/2"NPTF 68,0  2.68 73,5  2.89 38  1.50 125 4.92 32  1.26 32  1.26

QM28-08 QF28-08 1/2"BSPT
QM10-12 QF10-12 3/4"BSP

08 13 QM15-12 QF15-12 3/4"NPTF 70,5  2.78 80,5  3.17 38  1.50 135 5.30 36  1.42 36  1.42
QM18-12 QF18-12 3/4"BSPT
QM20-12 QF20-12 3/4"BSP

12 15 QM25-12 QF25-12 3/4"NPTF 70,5  2.78 78,0  3.07 42  1.65 132 5.20 36  1.42 36  1.42
QM28-12 QF28-12 3/4"BSPT
QM10-16 QF10-16 1 "BSP

16 17 QM15-16 QF15-16 1"NPTF 82,5  3.25 92,5  3.64 48  1.89 154 6.06 45  1.77 45  1.77
QM18-16 QF18-16 1"BSPT
QM10-20 QF10-20 1.1/4"BSP

20 21 QM15-20 QF15-20 1.1/4"NPTF 90,0  3.54 105  4.13 55  2.17 173 6.81 55  2.17 55  2.17
QM18-20 QF18-20 1.1/4"BSPT
QM10-24 QF10-24 1.1/2"BSP

24 30 QM15-24 QF15-24 1.1/2"NPTF 111,0 4.37 133  5.22 80  3.15 215 8.46 70  2.76 65  2.56
QM18-24 QF18-24 1.1/2"BSPT
QM10-32 QF10-32 2"BSP

32 45 QM15-32 QF15-32 2"NPTF 125,0 4.92 165  6.50 100  3.94 250 9.84 75  2.95 80  3.15
QM18-32 QF18-32 2"BSPT

intertraco39

Q系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供

Q.P.Q处理的平头型快换接头



SIZE Ø DN

mm

MAX. WORK PRESSURE

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs

MIN. BURST PRESSURE / 
COUPLED/ PLUG/               SOCKET/

FORCE CONNECTION

Series Q flat face couplings are an innovative product
which finds ideal application in medium corrosive
enviromental conditions. The Q series is a special version
of F serie where the carbon steel components are treated
with QPQ. In situations where the traditional surface
treatments do not allow an acceptable performance but
stainless steel can not be adopted, series Q offers an
excellent performance/price relation together with all the
advantages linked to the flat face design. Typical
applications are: insecticides, diathermic oils, air
conditioning fluids, water etc.
• Material: carbon steel QPQ treated
• Internal valves in austenit ic s tainless steel
• Springs in AISI 302, balls in AISI 420
• Perfect sealing of plug and socket both when coupled
   and uncoupled
• Extremely low spillage during connection and disconnection.
• No inclusion of air or external media during connection
   and disconnection.
• The flat faces are easy to clean
• Sleeve with a safety device preventing from accidental
   disconnection.
• Increased resistance to abrasion and corrosion
• Size 3/8 (DN 9) interchangeable to HTMA design
Since series Q is mainly associated to special applications,
the requested seal type must be specified when an order is
placed (please see page 8, point 6TH).

MAIN DATA:

PERFORMANCES/
WEIGHT / 

PLUG/ SOCKET/

04 7 300 4350 1200 17400 1600 23200 500 7250 0,045 0.100 0,080 0.18 18 40.00
06 9 300 4350 1200 17400 1650 23925 750 10875 0,055 0.122 0,150 0.330 18 40.00
06 9 300 4350 1200 17400 1650 23925 750 10875 0,090 0.200 0,270 0.600 18 40.00
08 13 250 3625 1200 17400 1600 23200 600 8700 0,090 0.200 0,270 0.600 18 40,00
08 13 250 3625 1200 17400 1600 23200 600 8700 0,185 0.410 0,465 1.030 18 40.00
12 15 250 3625 1000 14500 1400 20300 550 7975 0,185 0.410 0,465 1.030 20 44.44
16 17 250 3625 850 12325 1100 15950 450 6525 0,270 0.600 0,720 1.600 25 55.56
20 21 250 3625 850 12325 1100 15950 600 8700 0,600 1.330 1,250 2.780 31 68.89
24 30 200 2900 700 10150 850 12325 400 5800 0,900 2.000 2,100 4.670 43 95.56
32 45 180 2610 700 10150 700 10150 400 5800 1,450 3.220 4,150 9.220 50 111.11

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

DN 45

"Q" SERIES COUPLINGS
PRESSURE DROP GRAPH

DN 30

DN 17

DN 15

DN 13

DN 9

DN 7

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

DN 21

intertraco 40

"Q"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力

最小爆裂压力

成套 公头 母头

重量

公头 母头 紧固力

Q系列               

Q系列是革新性的平头耐环境腐蚀快换接

头, 是F碳钢型经过Q.P.Q处理的专业对

应系列.

适合普通F平头不能适应而不锈钢成本又

感觉太高的场合

典型应用是: 杀虫剂 , 热油 , 空气湿

性流体,水等

材料: Q.P.Q处理的碳钢

内置阀是奥氏体不锈钢

弹簧是AISI 302, 球体用 AISI 420

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

抗磨和腐蚀性

3/8 (DN 9)依据HTMA设计可互换

Q系列是一种特别应用型, 要求的密封一定

要在订货型号中指明(参考P8的6TH)



SIZE
mm

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

ØD

mm in

PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES L

* Other threads available on request

DIMENSIONS/

Ø DN CODE / 
PLUG ØA*SOCKET

  LM10-04 LF10-04 1/4"BSP
04 7 LM15-04 LF15-04 1/4"NPTF 48,0  1.89 48,0  1.89 28  1.10 85,5  3.37 22  0.87 22  0.87
  LM18-04 LF18-04 1/4"BSPT
 LM10-06 LF10-06 3/8"BSP
06 9 LM15-06 LF15-06 3/8"NPTF 60,0  2.36 64,5  2.54 32  1.26 109  4.29 24  0.94 27  1.06
 LM18-06 LF18-06 3/8"BSPT
 LM10-08 LF10-08 1/2"BSP
06 9 LM15-08 LF15-08 1/2"NPTF 62,5  2.46 69,5  2.74 32  1.26 117  4.59 27  1.06 27  1.06

LM18-08 LF18-08 1/2"BSPT
 LM20-08 LF20-08 1/2"BSP
08 13 LM25-08 LF25-08 1/2"NPTF 68,0  2.68 73,5  2.89 38  1.50 125  4.92 32  1.26 32  1.26

LM28-08 LF28-08 1/2"BSPT
LM10-12 LF10-12 3/4"BSP

08 13 LM15-12 LF15-12 3/4"NPTF 70,5  2.78 80,5  3.17 38  1.50 135  5.30 36  1.42 36  1.42
LM18-12 LF18-12 3/4"BSPT
LM20-12 LF20-12 3/4"BSP

12 15 LM25-12 LF25-12 3/4"NPTF 70,5  2.78 78,0  3.07 42  1.65 132  5.20 36  1.42 36  1.42
LM28-12 LF28-12 3/4"BSPT
LM10-16 LF10-16 1 "BSP

16 17 LM15-16 LF15-16 1 "NPTF 82,5  3.25 92,5  3.64 48  1.89 154  6.06 45  1.77 45  1.77
LM18-16 LF18-16 1 "BSPT
LM10-20 LF10-20 1.1/4 "BSP

20 21 LM15-20 LF15-20 1.1/4 "NPTF 90,0  3.54 105,0 4.13 55  2.17 173  6.81 55  2.17 55  2.17
LM18-20 LF18-20 1.1/4 "BSPT
LM10-24 LF10-24 1.1/2 "BSP

24 30 LM15-24 LF15-24 1.1/2"NPTF 111  4.37 133  5.22 80  3.15 215  8.46 70  2.76 65  2.56
LM18-24 LF18-24 1.1/2"BSPT

intertraco41

L系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



SIZE Ø DN

mm

MAX.WORKPRESSURE

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs
04 7 200 2900 800 11600 1300 18850 600 8700 0,045 0.100 0,080 0.18 18 40.00
06 9 200 2900 800 11600 1250 18125 800 11600 0,055 0.122 0,150 0.33 18 40.00
06 9 200 2900 800 11600 1250 18125 800 11600 0,090 0.200 0,270 0.60 18 40,00
08 13 170 2465 700 10150 1000 14500 700 10150 0,090 0.200 0,270 0.60 18 40.00
08 13 170 2465 700 10150 1000 14500 700 10150 0,185 0.410 0,465 1.03 18 40.00
12 15 140 2030 600 8700 850 12325 500 7250 0,185 0.410 0,465 1.03 20 44.44
16 17 140 2030 600 8700 900 13050 600 8700 0,270 0.600 0,720 1.60 25 55.56
20 21 110 1595 450 6525 750 10875 500 7250 0,600 1.330 1,250 2.78 31 68.89
24 30 90 1305 400 5800 750 10875 400 5800 0,900 2.000 2,100 4.67 43 95,56

PERFORMANCES/

DN 21

DN 17

DN 15

DN 13

DN 9
DN 7

intertraco

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
500

400

300
250

200

150

100
90
80
70
60
50

40

30
25
20

15

10
9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

DN 30

"L" SERIES COUPLINGS
PRESSURE DROP GRAPH

FLUID: WATER
TEMPERATURE: 25° C

MIN. BURST PRESSURE /
COUPLED/ SOCKET/PLUG/

FORCE TO CONNECTWEIGHT /
SOCKET/PLUG/

Series L flat face couplings are made in AISI
316 stainless steel and represent the ideal
solution for corrosive enviromental  situations
or for industrial applications with special
chemical fluids, food and pharmaceutical.

• Material AISI 316 stainless steel
• Springs in AISI 302, balls in AISI 316
• Perfect sealing of plug and socket both when
   coupled and uncoupled
• Extremely low spillage during connection and
   disconnection
• No inclusion of air or external media during
   connection and disconnection
• The flat faces are easy to clean
• Sleeve with a safety device preventing from
   accidental disconnection

   Since series L is mainly associated to special
   applications, the requested seal type must be
   specified when an order is placed.
   (Please see page 8, point 6TH).

MAIN DATA:

DN 7
DN 9

DN 13

DN 15

DN 17

DN 21

42

"L"系列性能曲线图

介质：水
温度：25℃

性能表

尺寸
最大工作压力

最小爆裂压力
成套 公头 母头

重量
公头 母头 紧固力

L系列

L系列是平头型不锈钢AISI316材料, 

适合需要耐腐蚀性环境应用, 如: 

化工流体, 食品, 医药

材料: 316不锈钢

弹簧是AISI 302, 球体用 AISI 316

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开

L系列是一种特别应用型, 要求的密封一

定要在订货型号中指明(参考P8的6TH)



PLUG

L

A

CH 2

C

D

B

CH 1

A

SOCKET

(coupled/accoppiato)

SERIES M

* Other threads available on request

DIMENSIONS/

SIZE
mm

B C L Ch1 Ch2
mm in mm in mm in mm in mm in

ØD

mm in

Ø DN CODE / 
PLUG ØA*SOCKET

  MM10-04 MF10-04 1/4"BSP
04 7 MM15-04 MF15-04 1/4"NPTF 48  1,89 48  1,89 28  1,10 85,5 3,37 22  0,87 22  0,87 
  MM18-04 MF18-04 1/4"BSPT
 MM10-06 MF10-06 3/8"BSP
06 9 MM15-06 MF15-06 3/8"NPTF 60  2,36 64,5 2,54 32  1,26 109  4,29 24  0,94 27  1,06 
 MM18-06 MF18-06 3/8"BSPT
 MM10-08 MF10-08 1/2"BSP
06 9 MM15-08 MF15-08 1/2"NPTF 62,5  2,46 69,5 2,74 32  1,26 117  4,59 27  1,06 27  1,06 

MM18-08 MF18-08 1/2"BSPT
 MM20-08 MF20-08 1/2"BSP
08 13 MM25-08 MF25-08 1/2"NPTF 68  2,68 73,5 2,89 38  1,50 125  4,92 32  1,26 32  1,26 

MM28-08 MF28-08 1/2"BSPT
MM10-12 MF10-12 3/4"BSP

08 13 MM15-12 MF15-12 3/4"NPTF 70,5  2,78 80,5 3,17 38  1,50 135  5,30 36  1,42 36  1,42 
MM18-12 MF18-12 3/4"BSPT
MM20-12 MF20-12 3/4"BSP

12 15 MM25-12 MF25-12 3/4"NPTF 70,5  2,78 78  3,07 42  1,65 132  5,20 36  1,42 36  1,42
MM28-12 MF28-12 3/4"BSPT
MM10-16 MF10-16 1"BSP

16 17 MM15-16 MF15-16 1"NPTF 82,5  3,25 92,5 3,64 48  1,89 154  6,06 45  1,77 45  1,77
MM18-16 MF18-16 1"BSPT
MM10-20 MF10-20 1.1/4"BSP

20 21 MM15-20 MF15-20 1.1/4"NPTF 90  3,54 105  4,13 55  2,17 173  6,81 55  2,17 55  2,17
MM18-20 MF18-20 1.1/4"BSPT
MM10-24 MF10-24 1.1/2"BSP

24 30 MM15-24 MF15-24 1.1/2"NPTF 111  4,37 133  5,22 80  3,15 215  8,46 70  2,76 65  2,56
MM18-24 MF18-24 1.1/2"BSPT

intertraco43

M系列

母头 公头

尺寸规格

型号

代码

公头 母头

其他螺纹按要求提供



PERFORMANCES/

10000
9000
8000
7000
6000
5000

4000

3000
2500

2000

1500

1000
900
800
700
600
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300
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200

150

100
90
80
70
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25
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9
8
7
6
5

4

3
2,5

2

1,5

1
0,1 0,15 0,2 0,25 0,3 0,4 0,5 0,6 0,8 1 1,5 2 2,5 3 4 5 6 7 8 9 10

Q L/Min

∆P BARS

DN 30

"M" SERIES COUPLINGS
PRESSURE DROP GRAPH

FLUID: HIDRAULIC OIL SAE 10W
TEMPERATURE: 50° C
VISCOSITY: 3 E°

DN 21

DN 17
DN 15

DN 13

DN 9

DN 7

intertraco

Series M flat face couplings are made in
AISI 316 stainless steel; a special design
and a special treatment are adopted to
achieve high working pressures. Series
M couplings have been designed and
developed for hydraulic off-shore
applications.

• Material AISI 316 stainless steel
• Springs in AISI 302, balls in
   AISI 316
• High working pressures
• Perfect sealing of plug and socket
   both when coupled and uncoupled
• Extremely low spillage during
   connection and disconnection
• No inclusion of air or external
   media during connection and
    disconnection
• The flat faces are easy to clean
• Sleeve with a safety device
   preventing from accidental
   disconnection

MAIN DATA:

SIZE Ø DN

mm

MAX.WORKPRESSURE

bar psi bar psi bar psi bar psi kg lbs kg lbs kg lbs

MIN. BURST PRESSURE / 
COUPLED/  SOCKET/PLUG/

FORCE TO CONNECTWEIGHT / 
SOCKET/PLUG/

04 7 350 5075 1700 24650 1450 21025 600 8700 0,060 0.130 0,080 0.180 18 40.00
06 9 350 5075 1500 21750 1500 21750 800 11600 0,148 0.320 0,150 0.330 18 40.00
06 9 350 5075 1500 21750 1500 21750 800 11600 0,148 0.320 0,270 0.600 18 40.00
08 13 350 5075 1450 21025 1000 14500 750 10875 0,273 0.600 0,270 0.600 18 40.00
08 13 350 5075 1450 21025 1000 14500 750 10875 0,268 0.590 0,465 1.030 18 40.00
12 15 350 5075 1250 18125 950 13775 500 7250 0,300 0.660 0,465 1.030 20 44.44
16 17 350 5075 1150 16675 800 11600 600 8700 0,409 0.900 0,720 1.600 25 55.56
20 21 300 4350 850 12325 800 11600 500 7250 0,610 1.350 1,250 2.780 31 68.89
24 30 250 3625 700 10150 700 10150 400 5800 1,630 3.620 2,100 4.670 43 95.56
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"M"系列性能曲线图

介质：液压油 SAE 10W
温度：50℃
粘度：3 E°

性能表

尺寸
最大工作压力

最小爆裂压力

成套 公头 母头

重量

公头 母头 紧固力

M系列

M系列是平头型不锈钢AISI316材料, 适合

高压,主要为海洋环境设计应用

材料: 316不锈钢

弹簧是AISI 302, 球体用 AISI 316

高的工作压力 

公和母件间完美的密封结合

连接和断开时只有极小的泄漏

连接和断开时不会有空气和其他介质混入

平面易于清洁

衬套带安全保护装置,可避免易外断开



Straight swivel joints
SERIES SJ 10

* Other threads available on request

DIMENSIONS/

CODE

SJ 10-04

SJ 10-06

SJ 10-08

SJ 10-12

SJ 10-16

SJ 10-20

SJ 10-24

SJ 10-32

SJ 10-40

A B C D E F G
MAX PRESSURE IN

ROTATION
STATIC MAX
PRESSURE

1/4"

3/8"

1/2"

3/4"

1"

1".1/4"

1.1/2"

2"

2.1/2"

61

66

70

79

90

101

110

118

138

2,40

2,60

2,75

3,10

3,50

3,90

4,30

4,60

5,40

33

37

42

50

ø55

ø60

ø70

ø85

ø98

1,30

1,85

1,65

1,90

2,16

2,36

2,75

3,34

3,85

11

14

15

19

21

24

25

27

30

0,43

0,55

0,59

0,75

0,82

0,94

0,98

1,06

1,18

6,5

9,0

12,0

16,0

20,0

28,0

34,0

44,0

58,0

0,25

0,35

0,47

0,63

0,78

1,10

1,34

1,73

2,28

ES19

ES24

ES27

ES34

ES41

ES50

ES55

ES65

CH80

0,74

0,94

1,06

1,34

1,60

1,96

2,10

2,55

3,15

1,20

1,34

1,41

1,77

1,97

2,16

2,56

2,56

2,95

ES30

ES34

ES36

ES45

CH50

CH55

CH65

CH75

CH90

200

200

150

150

100

100

80

50

50

2900

2900

2175

2175

1450

1450

1160

725

725

400

400

300

300

300

300

300

250

250

5800

5800

4350

4350

4350

4350

4350

3625

3625

mm inch mm inch mm inch mm inch mm inchmm inch bar psi bar psi

The series SJ 10 swivel joints are designed to be mounted
between a hose assembly and a rigid component in order
to allow and compensate occasional rotations, preventing
hose damages. The swivel joint rotation is based on one
or two rows of radial balls (one row up to size 1/2"
included).

• Standard seals in nitril rubber
• Working temperatures with standard seals: -20°C/+
   110°C
• Standard thread: BSP (GAS)
• Special materials on request: AISI    303, AISI 316,
   Brass
• Special seals on request: Viton, EPDM, Silicone
• Special thread on request: NPTF, Metric, UNF

Important: SJ 10 series is not suitable for continuos or
fast rotation.

MAIN DATA:

>3/4"3/4"<

intertraco

SJ10系列 直旋转接头 

尺寸规格

型号 旋转时最大压力 静态时最大压力

其他螺纹按要求提供

SJ10系列 

适合软管和硬管(固定端) 之间连接,偶尔

有转动的场合,以防止软管损坏,这种接头

有1或2层径向球体(1层球体包括1/2 及以

下规格)

材料选择有: AISI 303 ;  AISI 316; 铜

密封为NBR标准, 可选: FPM；EPDM ,硅橡胶

工作温度: -20℃ -  110℃

标准螺纹: BSP, 可选: NPT, M , UNF 

注意: SJ10系列不适合连续和快速旋转
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SERIES SJ 90

CODE

SJ 90-04

SJ 90-06

SJ 90-08

SJ 90-12

SJ 90-16

SJ 90-20

SJ 90-24

SJ 90-32

SJ 90-40

A B C D E F G
MAX PRESSURE IN

ROTATION BAR
STATIC MAX
PRESSURE

1/4"

3/8"

1/2"

3/4"

1"

1".1/4"

1.1/2"

2"

2.1/2"

69

78

86

99

113

92

104

111

135

2,71

3,10

3,38

3,90

4,45

3,62

4,10

4,37

5,31

30,5

41,5

44

58

ø60,0

ø31,5

38

45

55

1,20

1,63

1,73

2,30

2,36

1,24

1,50

1,77

2,16

11

14

15

19

21

24

25

27

30

0,43

0,55

0,60

0,75

0,82

0,94

0,98

1,06

1,18

6,5

9,0

12,0

16,0

20,0

28,0

34,0

44,0

58,0

0,25

0,35

0,47

0,63

0,78

1,10

1,34

1,73

2,28

ES19

ES24

ES27

ES34

ES41

ES50

ES55

ES65

CH80

0,75

0,94

1,06

1,34

1,61

1,97

2,16

2,56

3,15

2,30

2,50

2,70

3,11

3,54

2,22

2,44

2,63

3,26

58,0

63,0

68,5

79,0

90,0

56,5

62,0

67,0

83,0

200

200

150

150

100

100

80

50

50

2900

2900

2175

2175

1450

1450

1160

725

725

400

400

300

300

300

300

300

250

250

5800

5800

4350

4350

4350

4350

4350

3625

3625

mm inch mm inch mm inch mm inch mm inchmm inch bar psi bar psi

CH

ES30

ES36

ES38

ES50

ø60

1,18

1,42

1,50

1,97

2,36

mm inch

* Other threads available on request

90°swivel joints

DIMENSIONS/

The series SJ 90 swivel joints are designed to be mounted
between a hose assembly and a rigid component in order
to allow and compensate occasional rotations, preventing
hose damages. The swivel joint rotation is based on one
or two rows of radial balls (one row up to size 1/2"
included).

• Standard seals in nitril rubber
• Working temperatures with standard seals: -20°C/+
   110°C
• Standard thread: BSP (GAS)
• Special materials on request: AISI 303, AISI 316, Brass
• Special seals on request: Viton, EPDM, Silicone
• Special thread on request: NPTF, Metric, UNF

Important: SJ 90 series is not suitable for continuos or
fast rotation.

MAIN DATA:

>1"1"<

intertraco 46

SJ90系列 

适合软管和硬管(固定端) 之间连接,

偶尔有转动的场合,以防止软管损坏,

这种接头有1或2层径向球体(1层球体

包括1/2 及以下规格)

材料选择有: AISI 303 ;  AISI 316; 铜

密封为NBR标准, 可选: FPM；EPDM ,硅橡胶

工作温度: -20℃ -  110℃

标准螺纹: BSP, 可选: NPT, M , UNF 

注意: SJ90系列不适合连续和快速旋转

SJ90系列 90°旋转接头 

尺寸规格

型号 旋转时最大压力 静态时最大压力

其他螺纹按要求提供



SERIES CV
IN LINE CHECK VALVE

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.
  

* Standard thread is BSP (GAS).
  Available threads on request : metric, NPTF, SAE and UNF.
  

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.
  

47
intertraco

SERIES CVP

Ø DN
BURST PRESSURE*
PRESSIONE SCOPPIOCODE C*

in

Max flow

mminmm

A BMax pressure

bar psil/min
CV-04 1/4" 13 350 5000 60 2,36 19 0,75
CV-06 3/8" 25 350 5000 70 2,76 24 0,94
CV-08 1/2" 40 350 5000 76 2,99 30 1,18
CV-12 3/4" 60 300 4300 92 3,62 36 1,42
CV-16 1" 90 250 3600 108 4,25 45 1,77
CV-20 1.1/4" 160 250 3600 127 5,00 55 2,17
CV-24 1.1/2" 210 250 3600 142 5,59 65 2,56

CODE A* B C

inmm inmm

CVP-04 1/4" 19 0,75 8 0,31
CVP-06 3/8" 23 0,91 10,5 0,41
CVP-08 1/2" 29 1,14 13 0,51
CVP-12 3/4" 34 1,34 18 0,71

SERIES VPCC BURST HOSE VALVE

CODE C*
B CH

inmm inmm

A

inmm

VPCC-04 1/4" 13,00 0,51 19 0,75 53 2,09
VPCC-06 3/8" 13,00 0,51 22 0,87 55 2,17
VPCC-08 1/2" 14,00 0,55 27 1,06 64 2,52
VPCC-12 3/4" 15,00 0,59 36 1,42 67 2,64

BURST HOSE CARTRIDGE VALVE

CV系列
管式单向阀

标准螺纹为BSP, 可选: NPT, SAE , UNF

VPCC系列 管路防爆阀

标准螺纹为BSP, 可选: NPT, SAE , UNF

CVP系列 插装式管路防爆阀

标准螺纹为BSP, 可选: NPT, SAE , UNF

型号
最大流量 最大压力



SERIES DPC DOUBLE PILOT OPERATED CHECK
VALVE

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.
  

CODE C*

in

Max flow

mminmm

A HMax pressure

bar psil/min

I

DPC-04 1/4" 12 350 5000 126 4,96 45 1,77 30 1,18
DPCX-06 3/8" 20 350 5000 126 4,96 45 1,77 30 1,18
DPC-06 3/8" 30 350 5000 158 6,22 60 2,36 40 1,57
DPC-08 1/2" 45 350 5000 174 6,85 60 2,36 40 1,57
DPC-12 3/4" 85 300 4350 212 8,35 70 2,76 50 1,97

in mm

48intertraco

DPC系列 双头管式液压锁

标准螺纹为BSP, 可选: NPT, SAE , UNF

型号
最大流量 最大压力



SERIES VSU
TROTTLE VALVE

SERIES VRX UNI-DIRECTIONAL FLOW
REGULATOR

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.

49 intertraco

CODE C*

in

Max flow

mminmm

A CHMax pressure

bar psil/min

B

in mm

VSU-04 1/4" 12 350 5000 62 2,44 34 1,34 19 0,75
VSU-06 3/8" 30 350 5000 72 2,83 40 1,57 24 0,94
VSU-08 1/2" 45 350 5000 80 3,15 46 1,81 30 1,18
VSU-12 3/4" 85 300 4350 100 3,94 54 2,13 36 1,42
VSU-16 1" 100 300 4350 115 4,53 66 2,60 41 1,61
VSU-20 1.1/4" 150 250 3600 135 5,31 82 3,23 55 2,17
VSU-24 1.1/2" 220 250 3600 150 5,91 93 3,66 60 2,36

CODE C*

in

Max flow

mminmm

A BMax pressure

bar psil/min

VRX-04 1/4" 12 300 4350 54 2,13 64 2,52
VRX-06 3/8" 25 300 4350 62 2,44 64 2,52
VRX-08 1/2" 40 280 4000 62 2,44 64 2,52

VSU系列 管式单向节流阀

标准螺纹为BSP, 可选: NPT, SAE , UNF

VRX系列 T型管式单向节流阀

标准螺纹为BSP, 可选: NPT, SAE , UNF

型号
最大流量 最大压力

型号
最大流量 最大压力



SERIES VRU

SERIES VRB

UNI-DIRECTIONAL FLOW
REGULATOR

BI-DIRECTIONAL FLOW
REGULATOR

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.
  

* Standard thread is BSP (GAS). Available threads on request : metric, NPTF, SAE and UNF.
  

50intertraco

CODE C*
Max flow

inmm

A FMax pressure

bar psil/min

B

in mm

VRU-04 1/4" 12 350 5000 72 2,83 80 3,15 M20 X 1
VRU-06 3/8" 30 350 5000 78 3,07 85 3,35 M25 X 1,5
VRU-08 1/2" 45 350 5000 92 3,62 92 3,62 M30 X 1,5
VRU-12 3/4" 85 300 4350 106 4,17 105 4,13 M35 X 1,5

CODE C*
Max flow

inmm

A FMax pressure

bar psil/min

B

in mm

VRB-04 1/4" 12 350 5000 45 1,77 80 3,15 M20 X 1
VRB-06 3/8" 30 350 5000 52 2,05 85 3,35 M25 X 1,5
VRB-08 1/2" 45 350 5000 60 2,36 92 3,62 M30 X 1,5
VRB-12 3/4" 85 300 4350 68 2,68 105 4,13 M35 X 1,5

型号
最大流量 最大压力

VRB系列 T型管式节流阀

标准螺纹为BSP, 可选: NPT, SAE , UN

VRU系列 T型管式单向节流阀

标准螺纹为BSP, 可选: NPT, SAE , UN

型号
最大流量 最大压力
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